FIA FIA A J FIA RX2e
RALLYCROSS
CHAMPIONSHIP CHAMPIONSHIP ‘ CHAMPIONSHIP

INSTRUCTIONS FOR INITIAL SCRUTINEERING (PADDOCK) v2 19.7.2024

PREPARING THE CAR FOR INITIAL SCRUTINEERING

All teams will receive from the FIA technical delegate office (or other guided place nearby the scrutineering venue) a plastic
bagincluding all necessary seals and tags for sealing. The sealed parts will vary depending the car type and the Championship
level. These parts will be described in separate document. We are using similar sealing system as last years. The team must
prepare all wires, aluminium seals and tags for sealing according to these instructions well in advance of initial
scrutineering.

Initial scrutineering for RX1e, RX1 and RX2e cars will be carried out in the team's pit in the paddock. The time for
scrutineering will be extremely limited, so preparations by the team must be done in advance of the team's scrutineering
time. The car will not be scrutineered if the sealing preparations are missing or prepared incorrectly.

The car(s) must be lifted up on jacks and all necessary elements for initial scrutineering must be prepared: the cockpit
must be empty, all documents must be easily accessible, and all personal equipment which is going to be used during the
competition (such as all helmets, overalls, etc.) must be ready for checking on one table. Helmets

and FHR systems will be marked to the driver. Also the spare equipment must be shown at
scrutineering. All markings of standards must be easily visible. One Team member will show all
these markings to the nominated scrutineer.

If the car and / or Team member is not present or if the car is not ready as described above at the time when scrutineering
Team is coming for its duties, this will be reported to the Stewards. The penalty will be as late scrutineering (free practice
4 laps only).

All cars taking part to the World or European rallycross championship must complete the Racing Net Installation Form
and send it by email latest 14 days before the first initial scrutineering for the car. This email should be sent to
khgoldstein@fia.com. The racing net form and specifications can be found from the Sportity app. For more info, contact
to FIA (khgoldstein@fia.com)

Please remember that the FIA-approved 8865-2015 extinguisher system is obligatory in all cars (RX1e, RX2e, RX1, RX3)

Tyre registration will be done by email. If you do not have the correct form and instructions for tyre registration 2024,
please contact the FIA (ipalmi-consultant@fia.com). Tyre form must be sent to wrx-technical@fia.com

INITIAL SCRUTINEERING

All RX teams must be ready for initial scrutineering at short notice during the time period given in Part 2 of the
Supplementary Regulations.

Scrutineering will start at one side of the paddock and will continue pit by pit. Scrutineering order will be informed in
the Team Managers WhatsApp -group. The World Championship scrutineering will be done with one scrutineering
team and it will take approximately 20 minutes in first event and 15minutes in the following events. At the first
event the scrutineering of a RX1 car takes approximately 20 minutes but it will be done with two scrutineering
teams. Next events will take 15 minutes / car. RX2e cars will take 15 minutes in the first event and 10 minutes in the
following events.

The scrutineering will use two kinds of templates during the initial scrutineering: one type is for the electric cars and
one type is for the ICE -cars. As a reminder, all Teams are recommended to check their cars according to these

templates to avoid problems during the initial scrutineering:
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2024 RX SCRUTINEERING SHEET

Car numbar

Car Manufacturer

Fasspor ”I:I R/ CHAMPIONSHIP

Car Model Gnoup R)HEI:I R:IQD

Time:

——— I R

. FlA DECLARATION FORM

ha

FIA PASSPORT

3. GENERAL CIRCINT BRAKER ! D. MASTER SWITCH

4. SAFETY CAGE

ASN cenificate

Other issueE

5. SAFETY CAGE PADDING

o

LINES BETWEEM 5C AND BODYSHELL
7. SAFETY HARNESS

Seat belts buckies and flxation

Seat postion
Cushiking

9. SEAT SUPPORTS

10. RACING NET

11. POSITICNNING SYSTEM

12. EXTINGUISHER SYSTEM (t52)
Malntenance

Frang

Mozzies Cockpit, engine,

Lines

External switch & E-slgn

Test

13. BRAKES, BRAKE FLUID TANKS

14. STEERING, STEERING WHEEL

15, JUDICAL CAMERA

16. BULKHEADS

17. RESS STATUS LIGHT

18. READY TO MOWVE -LIGHT

19. HORN

oniginal and complete, OMLY RX1e
From the FIA (RX12) or ASN (RX2g)

Test & sign [base 12cm)

Compliance with cartificata

Modified or damaged of Improparty weided

Missing andior not fited propery (drawing 253-68)
Mo lines betwesn te safety cage and tha bodyshell

Oblgatory 38532016

BB55-1099, 8E55-21, RX 1 obligatory 8852-2009

In Tromt of the main molbar, min 250mm ransversal
8855-1999 max Scm, 6355-21,6562-2009 see app J
Appendlx J of nomologated [(3855-21, BS62-2009)
Instaliation form, correct Instalation

Location, existanca

[BEE5-2015 with Novec 1230/FX G-TEC FE36 compulsory)

Inspection perod 2 years

2 screw-looked metallc straps & ant tpedo tabs
rear maotor: quantity, posiion, mechanically secured
Metallic

Sign @ 10cm, Trangle 12em

Ask the Team member to show the test of systam
Waorking condition, protection i In the cockpit

Working condition, releasing system

The irack, the sieering wheal and the pedals must be visibie

Fireproof, matarial, ines passing trough the bulkhead

Check working condition + “A4 grean light*
Check working condition

Waorking condttion

L

FIA RX2e
RALLYCROSS
CHAMPIONSHIP
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FIAWORLL FIA \ FIA RX2e
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poowor _______________________Joxfmeo] e s

30. MUDFLAPS Max 10cm high, min £mm thickness, cover the antire wheel
31. TOWING EYE Beit fype, alow passage of @60mm cylinder, colour of marking
32. REAR LIGHTS braks lights, rain light, visibiity, master switch oftight stays on

Location Mounited behind the rear axe, 100-150cm neight
33. AERODYNAMIC DEVICE Chieck within the frontal project of ihe car, one main profie
34, WINDSCREEN Laminated glass, polycaronate, PMMA; min. 4.75 mm, damage, max & fims
35. WIPERS fre=, minkmum 1, adgtonal washer ank pesmitted only for washing
36. SIDE WINDOWS & REAR WINDOW poiycarbanata or PMMA, min 2.8 mm, not tntad, opsnings
37. REAR MIRRORS 2 x extemnal; 1 x Infemal obligatory
38. DOORS, BONNET. BOOT LID Remavabie windows, orginal left front door, openings
39, FENDERS & BUMBERS Spit Iine, Instalation, reinforcements
40, AUXILIARY BATTERY Position, protected, flked with 2 siraps M10

s s o o aor] e s

50. DRIVERS MAME & FLAG As detaled I the Champlonship style guids (CSG)
51. COMPETITICN HUMBERS As detaled I the Champlonship style guide (CSG)
52 ADVERTISING Not permitied In the windows

Champlonship loga Cbligatory In overal, 3s CSG
T 3 N ™
0. HELMET + FHR See FIA Technical list £25, damage. wear
&1. DRIVERS CLOTHES AND EQUIPMENT BESE-2000 or B355-201E, s2e FIA Appandx L

FIA bodyshell I sesl # FlA Dodyshell hologram # (R 1e ONLY)
Mator saal front = Inverter seal front #
Matar s2al rear # Inverier seal rear £
RESS seals #

Seals In gearbox 2 (RX1e) |

DC/DGC s2a # (RX1e ONLY)

Shock Absorbears Front # (RX2e OMLY)

Shock Absorbers Rear # [RX2e ONLY)

Signature (scnutinesr):

Signature and name (Team representative) :
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FIA

CHAMPIONSHIP

2024 RX SCRUTINEERING SHEET

FIA

CHAMPIONSHIP

Car numbar

Evant

Car Manutachurar

Car Maosl

'

COCKPIT | ENGINE COMPARTMENT

1a. FIA HOMOLOGATION FORM

1b. FIA LIST OF NON HOMOLOGATED CARS

2. FIA PASSPORT
3. EXTERMAL CIRCUIT BRAKER
43, SAFETY CAGE {homologated)
ASH certificate
Other
4b. SAFETY CAGE (Agpendix Jj

5. SAFETY CAGE PADDING

6. LINES BETWEEN SC AND BODYSHELL

7. SAFETY HARMESS

Seat beits buckies and Mxation

8. SEAT

Cushions

Location

Sa. SEAT SUPPORTS

9b. ANCHORAGE FOR SEAT SUPPORTS

10. RACING NET
11. POSITIONNING SYSTEM
12. EXTINGUISHER SYSTEM {152
Jalntenance
Fixing

Mozzies

External swich & E-sign
Test

13. BRAKE / CLUTCH TANKS

14. STEERING WHEEL

15. JUDICAL CAMERA

16. BULKHEADS

20. FUEL TANK
Pusfion

21. FLUID LINES

22 BODYSHELL & MODIFICATIONS

23. BATTERY

Original and complets
Documents of ihe car

From fie ASN

Test & sign {base 12cm)

Compliance with ihe homologation
Compilance with cericate

Modiiad or damaged o Improperty welded
253-8 or Appentdlx J 253-8 2015

Missing andior not fted proparly (drawing 253-58)
Na lines between the safety cage and the bodyshel

(E&53/98 or B853-201E6)

BESE-1950, B355-21, ESE2-2009
BA55-1999 max Scm, BES5-71 B562-2009 sa= app J

In front of the main rollsar

Appandix J or homologated (BES5-2, 5362-2008)

4d ar Appendlx J f damaged, not property welded
Installation form, comact Installation

Loeation

(BSES-2015 compuisory)

Inspecton period 2 years

2 serew-oeked metallic Straps & ant tomeo tEbs
Coekpit & engine: quantity, posiion, mechanically sacured
Mo pipas batwean the safety cage and bodyshel

Sign @ 10em

Ask the Team member o show the test of system
Protection In the cockpit

Releasing system

The frack, the steering wheed and the pedals must be visiiz
Fireproot, materal, Ines passing trowgh the bulthead
FT3. FT3.5 or FT5 compulsory

MiIrimum Bcm above M lowsst point of the chassls

Mo connections, pumps or fiters into the cockpit

Tunnel, rear fiaor

Max 415mm In front of rear seat area, 2 straps, M10

OK Mot OK

9,
[ \

FIA

CHAMPIONSHIP
FIA EURO RX3
RALLYCROSS
i CHAMPIONSHIP

FIA RX2e

RALLYCROSS
CHAMPIONSHIP
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FIA FIA A J FIA RX2e
RALLYCROSS
CHAMPIONSHIP CHAMPIONSHIP ‘ CHAMPIONSHIP

BODYWORK OK Mot OK Remarks Solved
30. MUDFLAPS N2 10cm high, TN 4T thickness, covar ihe entre whes
31 TOWING EYE Ealt type, aliow passage of @50mm cylinder, colour of marking
37 REAR LIGHTS brake lights, rain ight, visibilty, master switch of-ight stays on
Locafon Mourtted behind the rear axie, 100-150em helght
33. AERCOYNAMIC DEVICE Check within the frontal project of e car, ans main proflie
34 WINDSCREEN Laminated glass, polysarbonate, PMMA: damage, max § ransparent fims
35 WIPERS free, minimum 1, additional washer ank penmittad onty for washing

36 SIDE WINDOWS & REAR WINDOW polycarbonate or PhikiA, min 4,5mm, not tinbed, opanings
37. REAR MIRRORS 2 x extmial; 1 x Intemal obilgatory
36, DOORS, BONMET, BOOCT LID

35. FENDERS & BUMBSERS

41 EXHAUST LINE Hosizontal position, within the peimeter of the car
42 CATALYTIC COMVERTER Homologation cerificats
NAMES & NUMBERS OK Mot OK Remarks Solved
50. DRIVERS MAME & FLAG A5 datalied In the Championship style guide (CSC)
51. COMPETITION MUMBERS A5 detalied In the Championship style guide (CSG)
52 ADVERTISING Mot permitied In e Windoas
Champicnship loga Obilgatory In owerall, a5 C5G
DRIVERS EQLAP OK Mot OK Remarks Soked
&l. HELMETS + FHR Ses Fla Technical st 728, damage, wear
&1. DRIVERS CLOTHES AND EQUIPMENT B856-2000 or B856-2013, see FlA Appendix L
SEALING Seal Number Remarks Solved
FlA bogyshell seal #

FIA bodyshell hologram #

Engine 1op 5&al #

Engine botiom seal £

Turbo seal # fitted

Turbo sa3l # spare

The noise level will be checked separately and the result of it will be written to different template.

Signature | scrutineer ):

Hizraby | CONMMM that the minimum wakght for this car i ; kg [RX1)

‘Signature and name (Team representative) -
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If preparations are not done correctly or if during the initial scrutineering a car is found not to comply with the regulations,
the car might be obligatory to be brought to the scrutineering venue for a recheck. The latest possible recheck time will be
notified to the team.

The scales will be available for Teams approximately 15 minutes after initial scrutineering in the Paddock has ended
or at the time when RX3 scrutineering will start. Scales will be located, if possible, in the same place as they will be
located during the event. The weight check is not obligatory during the initial scrutineering.

The noise check for RX1 and RX3 cars will be done at the same time and if possible, also near the same place as the
weight check. Please remember that the noise check is obligatory for all RX1 and RX3 cars. The noise checking
scrutineering team will keep their own minute of the results and the Competitor or his representative will have to
sign that template after the first check.

NEW FOR YEAR 2024:

Because with Hoosier tyres the barcode number and the RFID number are not the same, the competitor must bring
ALL the barcode numbers of the tyres they are going to use in this competition to the tyre supplier on site. This is
because the tyre supplier needs to synchronize these numbers to the same tyre. The tyre supplier will deliver this
information to the FIA.

This applies to previously registered tires. If the Competitor is going to use tyres which have been purchased from
Hoosier in the past but not used in the Championship, these tyres must be shown to the tyre supplier on site.

Competitors tyre registration can only be done electronically by email. Tyre registration form is available in the
Sportity or from the FIA (ipalmi-consultant@fia.com). Choose the correct Championship (World RX or Euro RX), read

the instructions from the template, fill the tyre barcode numbers with computer to the template and send the
completed template by email to wrx-technical@fia.com latest at the time which is mentioned in the Supplementary

Regulations Part 2. This email address is written also on the supplementary regulations Part 2.

The team’s copy regarding the registered tyres will be send as a reply to the Teams email as soon as the
scrutineering has installed this information to the tyre computer. It is Competitors duty to check that this
information is the same as they have sent in their e-mail.

If the Team needs to add some tyres to be registered during the event, the email must be received latest at the time
which is mentioned in the Supplementary Regulations part 2.

re barcode sheet

s W FIARX2e W& FAEURORX3
RALLYCROSS RALLYCROSS
CHAMPIONSHIP CHAMPIONSHIP ‘ CHAMPIONSHIP
[ TV 1
I —

Dry We

CHAMPIONSHIP

Name 1]

Signature

i i

Compataor

Canegory

e |
e |

Oy

e

Signature
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