
MICHELIN
Pilot Sport pro rally

DIAMETER / 
DIAMÈTRE

SIZE / 
DIMENSIONS

COMPOUND / 
CRAN CAI CONNECTABLE

16"

19/60 - 16 S10 251133 √

19/60 - 16 M20 920948 √

19/60 - 16 H30 142575 √

DIAMETER / 
DIAMÈTRE

SIZE / 
DIMENSIONS

COMPOUND / 
CRAN CAI CONNECTABLE

17"

19/63 - 17 S10 340435 √

19/63 - 17 M20 866846 √

19/63 - 17 H30 401133 √

PUSH IN FULL 
CONFIDENCE WITH THE 

NEW michelin PILOT 
SPORT PRO RALLY

COMFORT ON ALL TYPES OF 
ASPHALT

IMMEDIATE CONFIDENCE

MAXIMIZE YOUR PERFORMANCE 

Thanks to the development of a new type of rubber 
that quickly reaches the right operating temperature 
and a unique tread pattern, the tyre adapts to all types 
of surfaces to give you more grip.

Featuring an innovative architecture, the tyre is incisive 
on corner entry as well as under braking and provides 
consistent lateral grip for easy handling.

Follow the recommendations of the MICHELIN 
Track Connect application in real time to adapt your 
pressures and optimize you tyre use.
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Thanks to MICHELIN Warm
Up technology and its synthetic 
elastomers, the tyre ensures a 
rapid warm up until the optimal 
operating temperature is reached.

Asymmetric inner and outer tread-block 
arrangements (grooving, void ratio, etc.) 
maximize grip across a wide range of 
conditions (wet, damp, dry, mud).

A mixed aramid/nylon ply ensures 
accurate response to the driver’s 
instructions via the steering wheel.

The indicator on the tread band facilitates 
the visual monitoring of wear to optimize 
performance potential and tyre life.
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Range of use

T°C

DryWetWater height

30 °C

25 °C

20 °C

15 °C

10 °C

5 °C

0 °C

Very abrasive ground
Low abration ground

Smooth ground

Every ground type

S10
MW1

M20

H30

Driving 
conditions

To stay updated 
of the latest 

recommendations 
available


