
 

Event: FORMULA 1 MOËT&CHANDON BELGIAN GRAND PRIX 2026 
 

Supplementary Regulations Porsche Mobil 1 Supercup 2026 
 

1 Name and address of the Organiser  
Spa Grand Prix S.A. 
Route du Circuit 38  
B-4970 Francorchamps  
Belgium 
 

2 Name of the series 
Porsche Mobil 1 Supercup 2026 
 

3 Nature of competition 
Circuit race 
 

4 Number of laps 
12 laps or 30 minutes + 1 lap 
 

5 Track length 
7.004 km 
 

6 Track direction 
Clockwise 
 

7 Restriction in number of competitors 
Practice: Maximum 78 cars 
Race:  Maximum 65 cars 
 

8 Eligible vehicles 
Technically identical cars of the model Porsche 911 Cup (992 II), (a special series produced 
by Dr. Ing. h.c. F. Porsche AG), of the model year 2026 and which fully comply with the 
technical specifications of the Porsche Mobil 1 Supercup Regulations 2026. 
 

9 Fuel 
Fuel temperature information will be provided by the Technical Scrutineers and published 
on the Digital Notice Board. 
 

10 Status of the series 
International 
 

11 Regulations 
The Series is governed by the following regulations: 
 
 FIA International Sporting Code (ISC) including appendices  
 Porsche Mobil 1 Supercup Sporting, Technical and Environmental Regulations and 

the DMSB approved modifications and supplements (bulletins) 



 
 DMSB Event Regulations 
 DMSB Circuit Rules, except where any special regulations are set out in the rules 

presented here 
 DMSB Licence Regulation 
 DMSB Legal System and Code of Procedure (RuVO); FIA Legal Rules and Code of 

Procedure 
 DMSB Decisions and Provisions 
 Anti-Doping Regulations of the National and International Anti-Doping Agency 

(NADA Code and WADA Code) as well as the Anti-Doping Regulations of the FIA 
 These Supplementary Event Regulations including modifications and supplements 

issued by the Event Organisers or the Stewards of the Competition 
 The "Application for Entry" or the "Application for Guest Entry" signed by the 

entrant/driver  
 FIA Code of Ethics and DMSB Code of Ethics 
 Other FIA and DMSB regulations 

 
Competitors are reminded in particular of the provisions of the above regulations in 
relation to minimum licence requirements (ISC Appendix L Chapter I), Code of Driving 
Conduct (ISC Appendix L Chapter IV), and on-track signalling (ISC Appendix H Article 2.5).  
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Place and date of the competition 
Place: Spa 
Date: 17th – 19th July 2026 
 
Entries 
Entries shall be in accordance with the Porsche Mobil 1 Supercup 2026 Sporting 
Regulations. 
 

14 Insurance 
Company: AXA 
Policy number: 730.275.861 
 

15 Start 
Standing start using the FIA Formula 1 starting signal system. 
Date and time: 19th July 2026 at 11:45 
Grid formation as defined by the track licence 
Cars must have wheels fitted and be on the ground at the 3-minute signal and have engines 
switched on at the 1-minute signal. 
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Flags and Light Panels 
Where flag signals are supplemented by light panels/signals, both means of signalling will 
be deemed to have regulatory value. For reasons of safety, in case of conflicting signals 
between the flags displayed by marshals and the light panels, drivers must comply with the 
requirements of the signal with the highest level of safety. In order of precedence: Red 
Flag, Safety Car, Virtual Safety Car, Double Yellow Flag, Single Yellow Flag, Green Flag. 
 
 



 
17 Basis of Classification 

The classification will be established in accordance with the Porsche Mobil 1 Supercup 
Sporting Regulations 2026 based on the results of the official timekeeping of the event. 
 

18 Trophies and Prize money 
Trophies for the first three drivers plus other awards as defined in the Porsche Mobil 1 
Supercup Regulations 2026. 
 

19 Protests 
Protests arising out of the competition shall be delivered to the Chair of the Panel of the 
Stewards. 
 

20 Protest deposit 
EUR 500.00 – payable to the DMSB 
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Right of Review deposit 
EUR 1.500.00 – payable to the DMSB 
 
Appeal deposit / fee 
For appeals to DMSB : Appeal deposit EUR 1,500.00 – payable to the DMSB 
For appeals to the FIA : Appeal deposit EUR 6,000.00 – payable to the FIA 
                                          Plus non-refundable appeal fee – payable to the FIA: 

o For an organisation or other entity – EUR 3,000.00 
o For a natural person – EUR 1,000.00 
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Race Director 
Peter Roberts, Great Britain, Motorsport UK 140949 
 
Clerk of the course 
Philippe Godet, Belgium, RACB 2411 
Jean-Yves Munsters, Belgium, RACB 1705 
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Stewards 
Richard Norbury (Chairman), Great Britain, Motorsport UK 60288 
François Dumont, Belgium, RACB 1577 
Astrid Maréchal, Luxemburg, RACB 3889 
 
Driver Advisor to the Stewards 
Christian Menzel 
 

27 Location of the Stewards’ office 
The Stewards’ office in the Porsche Paddock 
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Scrutineers 
Konstantin Wolf, DMSB 
Paul May, DMSB 
 



 
29 Environmental Officer 

Christian Schmidt, DMSB 
 

30 Judges of Fact 
The names of the officials appointed to judge the following facts will be declared in a 
Stewards’ Bulletin: 

 Speeding in the pit lane 
 False starts 
 Exceeding track limits 

 
In addition, the FIA Timekeepers are considered as Judges of Fact for all matters relating 
to the timekeeping of the event. 
 

31 Publication of the Provisional and Final Classifications 
The provisional classification will be published on the Digital Notice Board as soon as 
possible after each session or race. The final classification will be published on the Digital 
Notice Board when all technical and judicial matters have been concluded. 
 

32 Digital Notice Board  
The Digital Notice Board will be a web-based noticeboard, located within the Edubreak 
web site. Access details will be provided to all participants by the Series Organiser. There 
will not be a physical noticeboard. 
 

33 Parc Fermé  
Parc Fermé will be in the Porsche paddock – the precise location will be described in the 
Drivers’ Briefing. 
 

34 
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Place for stop-and-go penalties  
Stop-and-Go penalties are to be served in the respective Competitor’s pit lane working 
area. 
Competitors are responsible for ensuring their car stops for the prescribed stop time, and 
this will be checked by the Timekeepers. 
 
Drivers’ Briefing 
Date: 17th July 2026 
Time: 15:40 
Place: the PMSC Hospitality Centre 
 

36 Payment of any fines  
Facility may be available for credit card payments to be taken at the event, or the DMSB 
bank account for payment of fines by bank transfer is: 

DMSB e.V. 
IBAN: DE34 5007 0010 0092 3037 00 
BIC (Swift Code): DEUTDEFFXXX 

 
 
Visa RACB Sport : C-S-BGP-POR-M060 (05/05/2026) 
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1. Temporary Fuel Stations and Fuel Storage (liquid and 
gaseous) 
 
All measures must be implemented before the connection and commissioning of the refueling station. 
 
1.1 Refueling Area 
1.1.1 Access for emergency services must be ensured in case of an incident within the designated 
area. 
1.1.2 The refueling area (generators, fuel depot, pumps, etc.) must be enclosed with reinforced 
construction fencing (3.50 m x 2.00 m, Héras type), securely fastened with steel clamps. 
An access gate must be provided for vehicle entry and exit. A clear internal space of at least 5 meters 
must separate the installations from the area boundary. 
1.1.3 This area is exclusively reserved for fuel storage and refueling operations. It is strictly off-limits 
to the public and must be located at least 5 meters away from any building or structure. 
1.1.4 Areas used for liquid fuel storage/refueling must be separated from those reserved for 
gaseous products. 
1.1.5 The site must be under continuous supervision (security guard or technician). 
1.1.6 Fuel storage units and dispensers must be protected from vehicle impact using concrete safety 
barriers (Jersey-type) to prevent accidental collisions. 

 
1.2 Storage Area 
1.2.1 If the storage area is separate from the refueling area and/or the quantity of flammable liquid 
exceeds 250 liters or includes combustible gases (H₂, LPG, etc.), handling must be carried out: 

• under the supervision of a trained and authorized operator, 
• outside public opening hours, 
• using appropriate lifting equipment. 

 
1.3 Signage 
1.3.1 Safety signage must clearly indicate no smoking, no mobile phone use, gas hazards, and 
ATEX precautions near the area. 
1.3.2 A speed limit of 25 km/h applies throughout the area. 

 
1.4 Technical Installations 
1.4.1 All equipment within refueling and/or storage zones must be designed and certified for safe 
operation in ATEX zones. 
1.4.2 Only hand-operated, pneumatic or explosion-proof electric pumps are permitted. 
1.4.3 Installations must be set on a flat, stable surface with a maximum slope of 5%. 
1.4.4 Connection and disconnection of supply tanks must be performed by trained and authorized 
operators. 
  

 

Sécurité contre l’incendie – Prescriptions liées aux : 

• Station-service temporaires et dépôts de 
carburants (liquides et gazeux) 

• Transport de carburant liquide 

Mise à jour : OCTOBRE 2025 
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1.4.5 Mobile fuel tanks supplying pumps must be placed on spill containment trays.. 
1.4.6 Handling of mobile tanks must be supervised by qualified operators. 
1.4.7 All technical installations (electrical, gas, fuel distribution, etc.) must comply with applicable 
standards and be inspected by an approved organization. Temporary installations are also subject 
to inspection. 
1.4.8 Mechanical protection must be provided to prevent damage or accidental disconnection of 
electrical cables and fuel lines (liquid and gaseous). 

 
1.5 Fire Safety and Firefighting Equipment 
1.5.1 An adequate supply of absorbent material must be available at each refueling unit. 
1.5.2 For pneumatic and/or electric pumps, a 50 kg ABC powder extinguisher must be located 
near each refueling point. A minimum of two 6 kg ABC powder extinguishers is required for manual 
pumps. 
1.5.3 The storage area must be equipped with one 6 kg ABC powder extinguisher per 5,000 liters 
of fuel. 
1.5.4 Refueling towers (pneumatic and electric) and connected drums must be grounded using 
equipotential bonding cables (clamp-type bonding devives are not permitted). 
1.5.5 Refueling operations must be performed by trained and authorized personnel wearing flame-
resistant clothing. Each pump must be staffed by a fuel operator and a first-response team 
member. 
1.5.6 Vehicle engines must be switched off and grounded (if applicable) during refueling 
operations. 

 
1.6 Special Provisions 
1.6.1 When a temporary refueling installation is installed within the 24 Hours Paddock, adjacent 
and opposite garages (including upper terraces) must remain unoccupied, except for security and 
refueling staff. 
Electrical power to these garages must be disconnected before installation and restored one hour 
after complete dismantling. 
Garages must be thoroughly ventilated. 
Only vehicles using liquid fuels may be refueled in this configuration. 

 

 
2. Transport of Liquid Fuel 
 
2.1 General Requirements 
2.1.1 Fuel transport must be carried out using a trailer towed by a motorized vehicle. 
2.1.2 The total quantity transported must not exceed 240 liters per transport unit. 
2.1.3 The maximum driving speed is 25 km/h. 

 
2.2 Containers 
2.2.1 Metal containers may have a maximum capacity of 60 L. 
2.2.2 Containers must display hazard labels identifying the transported material. 
2.2.3 Containers previously used for other substances may not be reused for fuel transport. 
2.2.4 Containers, whether full or empty, must remain tightly closed at all times. 

 
2.3 Loading 
2.3.1 Containers must be securely fastened and wedged on the trailer to prevent movement or 
friction, using a purpose-built support structure. 
2.3.2 The load’s center of gravity must be kept as low as possible to minimize rollover risk. 
2.3.3 During fuel transport, the load must consist exclusively of dedicated fuel containers. 
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2.4 Towing Vehicle 
2.4.1 The towing vehicle must be capable of safely towing and braking with a fully loaded trailer. 
2.4.2 It must have a fully functional parking brake. 
2.4.3 A 6 kg powder or 6 liter foam fire extinguisher must be carried on board, easily accessible 
at all times. 
2.4.4 The presence of a co-driver/assistant is mandatory. 
2.4.5 The vehicle engine must be switched off during all handling operations. 

 
2.5 Transport Trailer 
2.5.1 Trailer wheels must be pneumatic or rubber-tired, with a minimum load capacity of 200 kg 
per wheel and a minimum diameter of 200 mm. Wheel hubs should preferably be fitted with ball or 
needle bearings.  
2.5.2 The tow hitch and coupling device must be CE approved. 
2.5.3 A safety chain or cable attached to the trailer drawbar must be connected to the tow hitch. 

 
2.6 Handling and Safety 
2.6.1 Both the driver and assistant must wear flame-retardant clothing. 
2.6.2 Containers must be unloaded before any fuel transfer operation. 
2.6.3 Smoking or the use of open flames is strictly prohibited during transport. 
2.6.4 Entering the cargo area of a covered vehicle transporting flammable liquids is prohibited 
unless lighting devices are specifically designed to prevent ignition of flammable vapors. 
2.6.5 A technical steward or official must be present during refueling operations to ensure 
compliance with these safety requirements and to apply penalties in case of violations. 
 

 
=== 


